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Wall Speakers Wall Speaker Strobes Ceiling Speakers

SPR Speaker, Red SPSW? Speaker Strobe, Standard Candela, White SPCW Speaker, White
SPRV Speaker, Red, High dB SPSR? Speaker Strobe, Standard Candela, Red SPCR Speaker, Red
SPW Speaker, White SPSWH? Speaker Strobe, High Candela, White SPCWV Speaker, High dB, White
SPWV Speaker, White, High dB SPSRH? Speaker Strobe, High Candela, Red SPCRV Speaker, High dB, Red
SPWK' Outdoor Speaker, White SPSWV? Speaker Strobe, Standard Candela, High dB, White SPCWK' Outdoor Speaker, White
SPRK' Qutdoor Speaker, Red SPSRV? Speaker Strobe, Standard Candela, High dB, Red

SPSWK'? Qutdoor Speaker Strobe, Standard Candela, White

SPSRK'? Outdoor Speaker Strobe, Standard Candela, Red

SPSW-ALERT | Speaker Strobe, Standard Candela, White, Amber Lens

Notes:

1. Add “-R” to model number for replacement outdoor unit, ships minus outdoor back box, e.g., SPWK-R.
2. Add “-P” to model number for plain housing (no “FIRE” marking on cover), e.g., SPSW-P.

All models ending in “K” include an outdoor back box.

“Standard candela” refers to strobes that include 15, 15/75, 30, 75, 95, 110, and 115 candela settings. “High candela” refers to strobes that include 135,
150, 177, and 185 candela settings.
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Ceiling Speaker Strobes ExitPoint™ Sounder Accessories

SPSCwW? Speaker Strobe, Standard Candela, White PF24V | Directional Sounder with Voice Messaging, White RFPW Retrofit Plate, White

SPSCR Speaker Strobe, Standard Candela, Red RFP Retrofit Plate, Red

SPSCWH? Speaker Strobe, High Candela, White SPBBSCW Ceiling-Mount Back Box Skirt, White

SPSCRH Speaker Strobe, High Candela, Red SPBBSC Ceiling-Mount Back Box Skirt, Red

SPSCWV* Speaker Strobe, Standard Candela, High dB, White SPBBSW Wall-Mount Back Box Skirt, White

SPSCRV Speaker Strobe, Standard Candela, High dB, Red SPBBS Wall-Mount Back Box Skirt, Red

SPSCWVH? Speaker Strobe, High Candela, High dB, White TRW Wall-Mount Trim Ring, White

SPSCRVH Speaker Strobe, High Candela, High dB, Red TR Wall-Mount Trim Ring, Red

SPSCWK! QOutdoor Speaker Strobe, Standard Candela, White TRCW Ceiling-Mount Trim Ring, White

SPSCWHK' Outdoor Speaker Strobe, High Candela, White TRC Ceiling-Mount Trim Ring, Red

SPSCW-CLR-ALERT | Speaker Strobe, Standard Candela, White, Clear Lens MWBBW Wall, Metal Weatherproof Back Box, White
MWBB Wall, Metal Weatherproof Back Box, Red
MWBBCW Ceiling, Metal Weatherproof Back Box, White
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Specifications

Standard Operating Temperature
32°F to 120°F (0°C to 49°C)

K Series Operating Temperature
—40°F to 151°F (-40°C to 66°C)

Humidity Range
10% to 93% non-condensing (indoor products)

Strobe Flash Rate
1 flash per second

Nominal Voltage
Regulated 12 DC/FWR or regulated 24 DC/FWR!

Operating Voltage Range?
8Vto17.5V (12 V nominal) or 16 V to 33 V (24 V nominal)

Input Terminal Wire Gauge
12 AWG to 18 AWG

Ceiling-Mount Dimensions (including lens)
6.8in Dia. x 2.5in H (173 mm Dia. x 64 mm H)

Wall-Mount Dimensions (including lens)
56iINLx4.7inWx25inD (142mmL x 119 mm W x 64 mm D)

Horn Dimensions
56iINLx4.7inWx13inD (142mmL x 119 mm W x 33 mm D)

Mini-Horn Dimensions
46INnLx29INWx.45InD (117 mmLx74mmW x 11.5 mm D)

Wall Back Box Skirt Dimensions
51inLx6.0inWx225inD (130 mmL x 152 mm W x 57 mm D)

Ceiling Back Box Skirt Dimensions
7.1in Dia. x 2.25in H (180 mm Dia. x 57 mm H)

Wall Weatherproof Back Box Dimensions
57inLx51inWx20inD (145 mmL x 130 mm W x 51 mm D)

Ceiling Weatherproof Back Box Dimensions
7.1in Dia. x 2.0 in H (180 mm Dia. x 51 mm H)

Notes:
1. Full Wave Rectified (FWR) voltage is an unfiltered, time-varying power source
that is used on some power supply and panel outputs.
2. P, S, PC, and SC products will operate at 12 V nominal only for 15 and 15/75 cd.
3. To calculate current draw for 4-wire horn/strobes, combine horn and strobe current
draws from the tables at right.
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UL Max. Strobe Current Draw (mA RMS)

Candela Measurements, Amber Lens Strobe

8-17.5 Volts 16-33 Volts
Candela DC FWR DC FWR
Standard 15 123 128 66 71
Candela Range 15/75 142 148 77 81
30 NA NA 94 96
75 NA NA 158 153
95 NA NA 181 176
110 NA NA 202 195
115 NA NA 210 205
High 135 NA NA 228 207
Candela Range 150 NA NA 246 220
177 NA NA 281 251
185 NA NA 286 258

On-Axis Rating Equivalent Rating for
Candela | (UL 1638) UL 1971 Profile*
Standard 15 15 12
Candela Range 15/75 | 15/75 15/75
30 30 24
75 75 60
95 95 75
110 110 85
115 115 90
High 135 135 110
Candela Range 150 150 120
177 177 140
185 185 150

*UL1971 is not applicable to mass notification devices. These readings were obtained
using the measurement procedure specified under UL 1971.

Mini-Horn Output (dBA)

UL Max. Horn Current Draw (mA RMS) Output |8-17.5|8-17.5 [Nominal [Nominal [16-33 [16-33
8-17.5 Volts 16-33 Volts Pattern Level VDC |VFWR |12VDC (12 VFWR |VDC VFWR

Sound Pattern daB DC FWR DC FWR Temporal High 68 67 71 70 78 76

Temporal High 57 55 69 75 Temporal  |Low 66 65 69 68 76 75

Temporal Medium 44 49 58 69 Continuous |High 72 7 75 74 80 79

Temporal Low 38 44 44 48 Continuous | Low 70 69 73 72 78 7

Non-Temporal High 57 56 69 75

Non-Temporal Medium 42 50 60 69

Non-Temporal Low 41 44 50 50

Coded High 57 55 69 75

Coded Medium 44 51 56 69

Codod Tow I, S 5= o Indoor Speaker Sound Output
UL Reverberant (dBA @ 10 ft.) 2W 1TW 2 W o W
Wall-Mount SP Series 86 84 81 78
Wall-Mount SPV Series 90 88 85 81
Ceiling-Mount SPC Series 86 83 80 77
Ceiling-Mount SPCV Series 90 88 85 81

UL Max. Mini-Horn Current Draw (mA RMS)

8-17.5 Volts 16-33 Volts

Sound Pattern Volume DC FWR DC FWR

Temporal High 12 10 17 15 Outdoor Speaker Sound Output

Temporal Low 10 9 14 13 UL Reverberant (dBA @ 10 ft.) 2W 1TW 2 W Yo W

Non-Temporal High 22 17 29 25 Wall-Mount Series 90 88 85 81

Non-Temporal Low 17 13 21 19 Ceiling-Mount Series 90 88 85 81




Rotary Horn and Horn Strobe Switch Settings UL Max. Current Draw (mA RMS), 2-Wire Horn Strobe, Standard Candela Range (15-115 cd)

Setting Repetition Rate dB Level 8-17.5 Volts 16-33 Volts
1 Temporal Horn High DC Input 15 15/75 15 15/75 30 75 95 110 115
2 Temporal Horn Medium Temporal High 137 147 79 90 107 176 194 212 218
3 Temporal Horn Low Temporal Medium 132 144 69 80 97 157 182 201 210
4 Normal Horn High Temporal Low 132 143 66 7 93 154 179 198 207
5 Normal Horn Medium Non-Temporal High 141 162 91 100 116 176 201 221 229
6 Normal Horn Low Non-Temporal Medium 133 145 75 85 102 163 187 207 216
7 Externally Coded High Non-Temporal Low 131 144 68 79 96 156 182 201 210
8* Externally Coded Medium FWR Input
9 Externally Coded Low Temporal High 136 155 88 97 112 168 190 210 218
*Horn & 4-wire Horn Strobe only. Temporal Medium 129 152 78 88 103 160 184 202 206
Temporal Low 129 151 76 86 101 160 184 194 201
Non-Temporal High 142 161 103 112 126 181 203 221 229
Non-Temporal Medium 134 1565 85 95 110 166 189 208 216
Non-Temporal Low 132 154 80 90 1056 161 184 202 211

ExitPoint Current Draw Measurements UL Max. Current Draw (mA RMS), 2-Wire Horn Strobe, High Candela Range (135-185 cd)

and Sound Output Guide 16-33 Volts 16-33 Volts .g,
) . . . DC Input 135 150 177 185 FWR Input 135 150 177 185 ®
Speed Selection Maximum DC Audibility Audibility o
Operating Current | (dBA) (dBA) Temporal High 245 259 290 297 Temporal High 215 231 258 265 gh
DIP Switch Power (mA RMS) (16t0 33V) | (16 to 33 V) Temporal Medium 235 253 288 297 Temporal Medium 209 224 250 258 9'_
Speed Selection | Setting (16t0 33V) Note 1 Note 2 Temporal Low 230 251 280 290 Ternporal Low 207 501 a3 256 o
Fast (Exit) |10 High 185 84 75 - ’ 2
- - Non-Temporal High 255 270 303 309 Non-Temporal High 233 248 275 281 @
Fast (Exit) |10 Med-High | 131 81 72 - -
Fast (Ext) |10 Vod 78 78 59 Non-Temporal Medium 242 259 293 299 Non-Temporal Medium 219 232 262 267
Fast (Exit) |10 Med-Low | 76 75 66 Non-Temporal Low 238 254 291 295 Non-Temporal Low 214 229 256 262
Fast (Exit) |10 Low 64 72 63
Med-Fast |9 High 170 83 74
Med-Fast |9 Med-High | 124 80 71 )
Vod-Fast |9 Vied prs pae 8 Horn Output (dBA) in UL Reverberant Room
Med-Fast |9 Med-Low |73 74 65 24 Volt Nominal Measurements
Med-Fast |9 Low 62 71 62 Switch 8-17.5 Volts™ 16-33 Volts™ Reverberant Anechoic
Med-Slow |8 High 135 82 73 Position | Sound Pattern dB DC FWR DC FWR DC FWR DC FWR
Med-Slow |8 Med-High | 104 79 70 1 Temporal High 78 78 84 84 88 88 99 98
Med-Slow |8 Med 67 76 67 2 Temporal Medium 74 74 80 80 86 86 96 96
Med-Slow | 8 Med-Low |65 73 64 3 Temporal Low 71 73 76 76 83 80 94 89
Med-Slow |8 Low 57 70 61 4 Non-Temporal High 82 82 88 88 93 92 100 100
Slow 7 High 120 82 72 5 Non-Temporal Medium 78 78 85 85 90 90 98 98
Slow 7 Med-High | 92 79 69 6 Non-Temporal Low 75 75 81 81 88 84 96 92
Slow 7 Med 62 76 66 7 Coded High 82 82 88 88 93 92 101 101
Slow 7 Med-Low |61 73 63 8" Coded Medium 78 78 85 85 90 90 97 98
Slow 7 Low 54 70 60 9 Coded Low 75 75 81 81 88 85 96 92
Note 1: Sound output measured in anechoic room at 10 feet. *Horn & 4-wire Horn Strobe only.
Note 2: Sound output measured in a reverberant room at 10 feet. **Minimum dB rating for Operational Voltage Range per UL 464.

Turn to page 12 for mounting options =
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SpectrAlert Advance Mounting Options

SpectrAlert Advance products mount to a wide range of electrical boxes for indoor and outdoor use. Accessories are also
available for new and retrofit installations. The chart below provides guidance on compatibility between commonly used
electrical boxes and SpectrAlert Advance devices, as well as optional mounting accessories. For an interactive online

version of this tool, please visit systemsensor.com/mount.

Shaded boxes represent accessories and products that are compatible with one another. Shaded boxes with one dot
indicate accessories and products that are compatible with the use of a trim ring. Shaded boxes with two dots indicate
accessories and products that are compatible with the use of a weatherproof back box.

Outdoor Products
Ceiling Mount Wall Mount Ceiling Mount

Indoor Products
Wall Mount

2-Wire Horn Strobe
4-Wire Horn Strobe
2-Wire Horn Strobe
4-Wire Horn Strobe
2-Wire Horn Strobe
4-Wire Horn Strobe
120 V Horn Strobe
Speaker Strobe
2-Wire Strobes
2-Wire Horn Strobe
4-Wire Horn Strobe
Speaker Strobe

2-Wire Mini Horn
Speaker Strobe
2-Wire Strobe

2-Wire Strobe
Speaker Strobe
2-Wire Strobe

2-Wire Horn

2-Wire Horn
Speaker
Speaker

2-Wire Chime-Strobe

2-Wire Chime

Standard Mounting Boxes

2" x 4" x 12" Deep Handy Box

2" x 4" x 2¥2" Deep Handy Box

3" x 2" Single-Gang Switch Box 112" Deep
3" x 2" Single-Gang Switch Box 2¥2" Deep
Double-Gang Switch Box 212" Deep

4" x 4" x 12" Deep

4" x 4" x 28" Deep

4”Octagon, 1%2"Deep

Single-Gang Mud Ring on 4" x 4"
Double-Gang Mud Ring on 4" x 4”

1900 Outdoor Box, Single

System Sensor Accessories

Back Box Skirt

Trim Ring

Plastic Weatherproof Back Box

Metal Weatherproof Back Box

* = with Trim Ring
oo = with WBB Weatherproof Back Box
eee = with Single Gang Mud Ring
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